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§74.2707a

conform in identity and specifications
to the requirements of §74.1707(a)(1)
and (b).

(b) Uses and restrictions. D&C Yellow
No. 7 may be safely used for coloring
externally applied cosmetics in
amounts consistent with good manu-
facturing practice.

(c) Labeling. The label of the color ad-
ditive shall conform to the require-
ments of §70.25 of this chapter.

(d) Certification. All batches of D&C
Yellow No. 7 shall be certified in ac-
cordance with regulations in part 80 of
this chapter.

§74.2707a Ext. D&C Yellow No. 7.

(a) ldentity and specifications. The
color additive Ext. D&C Yellow No. 7
shall conform in identity and specifica-
tions to the requirements of §74.1707a
(a)(1) and (b).

(b) Uses and restrictions. Ext. D&C
Yellow No. 7 may be safely used for
coloring externally applied cosmetics
in amounts consistent with good manu-
facturing practice.

(c) Labeling. The label of the color ad-
ditive shall conform to the require-
ments of §70.25 of this chapter.

(d) Certification. All batches of Ext.
D&C Yellow No. 7 shall be certified in
accordance with regulations in part 80
of this chapter.

§74.2708 D&C Yellow No. 8.

(a) ldentity and specifications. The
color additive D&C Yellow No. 8 shall
conform in identity and specifications
to the requirements of §74.1708(a)(1)
and (b).

(b) Uses and restrictions. D&C Yellow
No. 8 may be safely used for coloring
externally applied cosmetics in
amounts consistent with good manu-
facturing practice.

(c) Labeling. The label of the color ad-
ditive shall conform to the require-
ments of §70.25 of this chapter.

(d) Certification. All batches of D&C
Yellow No. 8 shall be certified in ac-
cordance with regulations in part 80 of
this chapter.

§74.2710 D&C Yellow No. 10.

(a) ldentity and specifications. The
color additive D&C Yellow No. 10 shall
conform in identity and specifications
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to the requirements of §74.1710(a)(1)
and (b).

(b) Uses and restrictions. The color ad-
ditive D&C Yellow No. 10 may be safely
used for coloring cosmetics generally
in amounts consistent with current
good manufacturing practice.

(c) Labeling. The label of the color ad-
ditive shall conform to the require-
ments of §70.25 of this chapter.

(d) Certification. All batches of D&C
Yellow No. 10 shall be certified in ac-
cordance with regulations in part 80 of
this chapter.

[48 FR 39220, Aug. 30, 1983, as amended at 49
FR 8432, Mar. 7, 1984]

§74.2711 D&C Yellow No. 11.

(a) Identity and specifications. The
color additive D&C Yellow No. 11 shall
conform in identity and specifications
to the requirements of §74.1711(a)(1)
and (b).

(b) Uses and restrictions. D&C Yellow
No. 11 may be safely used for coloring
externally  applied cosmetics in
amounts consistent with good manu-
facturing practice.

(c) Labeling. The label of the color ad-
ditive shall conform to the require-
ments of §70.25 of this chapter.

(d) Certification. All batches of D&C
Yellow No. 11 shall be certified in ac-
cordance with regulations in part 80 of
this chapter.

Subpart D—Medical Devices

§74.3045 [Phthalocyaninato(2-)] cop-
per.

(a) lIdentity. The color additive is
[phthalocyaninato(2-)] copper (CAS
Reg. No. 147-14-8) having the structure
shown in Colour Index No. 74160.

(b) Specifications. The color additive
[phthalocyaninato(2-)] copper shall
conform to the following specifications
and shall be free from impurities other
than those named to the extent that
such impurities may be avoided by cur-
rent good manufacturing practice:

Volatile matter 135 °C (275 °F), not more than

0.3 percent.

Salt content (as NaCl), not more than 0.3
percent.

Alcohol soluble matter, not more than 0.5
percent.

Organic chlorine, not more than 0.5 percent.

410



		Superintendent of Documents
	2015-01-15T13:18:36-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




